
40 C.F.R. § 60.45b
Compliance and performance test methods and procedures for
sulfur dioxide.

(a) The SO2 emission standards in § 60.42b apply at all times. Facilities burning coke oven gas alone or in

combination with any other gaseous fuels or distillate oil are allowed to exceed the limit 30 operating days
per calendar year for SO2 control system maintenance.

(b) In conducting the performance tests required under § 60.8, the owner or operator shall use the methods
and procedures in appendix A (including fuel certification and sampling) of this part or the methods and
procedures as specified in this section, except as provided in § 60.8(b). Section 60.8(f) does not apply to
this section. The 30-day notice required in § 60.8(d) applies only to the initial performance test unless
otherwise specified by the Administrator.

(c) The owner or operator of an affected facility shall conduct performance tests to determine compliance
with the percent of potential SO2 emission rate (% Ps) and the SO2 emission rate (Es) pursuant to § 60.42b

following the procedures listed below, except as provided under paragraph (d) and (k) of this section.

(1) The initial performance test shall be conducted over 30 consecutive operating days of the steam generating
unit. Compliance with the SO2 standards shall be determined using a 30-day average. The first operating day

included in the initial performance test shall be scheduled within 30 days after achieving the maximum
production rate at which the affected facility will be operated, but not later than 180 days after initial startup of
the facility.

(2) If only coal, only oil, or a mixture of coal and oil is combusted, the following procedures are used:

(i) The procedures in Method 19 of appendix A-7 of this part are used to determine the hourly SO2 emission rate

(Eho) and the 30-day average emission rate (Eao). The hourly averages used to compute the 30-day averages are

obtained from the CEMS of § 60.47b(a) or (b).
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