
40 C.F.R. § 86.1816-05
Emission standards for complete heavy-duty vehicles.

This section applies to 2005 and later model year complete heavy-duty vehicles (2003 model year for
manufacturers choosing Otto-cycle HDE option 1 in § 86.005-1(c)(1), or 2004 model year for manufacturers
choosing Otto-cycle HDE option 2 in § 86.005-1(c)(2)) fueled by gasoline, methanol, natural gas and liquefied
petroleum gas fuels except as noted. This section does not apply to Medium-duty Passenger Vehicles, which are
covered under § 86.1811. This section also applies to 2000 and later model year complete heavy duty vehicles
participating in the early banking provisions of the averaging, trading and banking program as specified in §
86.1817-05(n). Multi-fueled vehicles shall comply with all requirements established for each consumed fuel. For
methanol fueled vehicles, references in this section to hydrocarbons or total hydrocarbons shall mean total
hydrocarbon equivalents and references to non-methane hydrocarbons shall mean non-methane hydrocarbon
equivalents.

(a) Exhaust emission standards. (1) Exhaust emissions from 2005 and later model year complete heavy-duty
vehicles at and above 8,500 pounds Gross Vehicle Weight Rating but equal to or less than 10,000 Gross
Vehicle Weight Rating pounds shall not exceed the following standards at full useful life:
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